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Cutters Edge MULTI-CUT® Fire Rescue Saws 
are designed and built specifically for the 
Fire Rescue Service to deliver 100% reliable high 
performance cutting in the extreme conditions of 
the fire rescue environment. All engines are 
EPA compliant, UL®,       and ANSI certified.

Scrench Tool & Holder
Handy universal tool used for all adjustment and 

maintenance procedures.

Chain Brake
Inertia activated chain brake stops the chain in less 

than 1/20th of a second.

Tool-Less Guard/Depth Gauge®

Covers the entire cutting chain to provide maximum operator protection and 
allows infinite depth of cut adjustments. Tool-less design allows fast and easy 
installation, removal and adjustments in seconds, even with gloves on.

Full-Wrap Handle
Assures safe operation of saw in any position and acts 

as chain catch to protect operator.

Steel Alloy Guide Bar
Solid, one-piece body construction with milled groove, 
increased thickness of steel and chamfered 
rails for longer life and 
smoother operation of 
BULLET® Chain.

Guard Deflector
Directs airflow and deflects cutting 
residue around engine to create 
cooler running, peak performance 
and reduced maintenance.

Cuts faster, lasts up to 20 times longer than standard chains and 
cuts a large variety of materials. It's the only chain designed 
specifically for ventilation, forcible entry and rescue operations.

MULTI-CUT Fire Rescue Saws

Setting The Guard/Depth Gauge

The BULLET® Chain

Two-Mass Anti-
Vibration System
Isolates handles from 
saw vibration to reduce 
operator fatigue and 
increase safety.

Momentary
Contact 
Switch
Momentary 
On/Off switch 
always in "On" 
position for 
reliable starting 
and to eliminate  
possibility of 
flooding.

Fire 
Glove 
D-Handle

Fuel Mix and 
Bar & Chain Oil Tanks
Large capacity tanks sized so 
saw will run out of fuel 
before running out of bar and 
chain oil to prevent 
possibility of running chain 
without proper lubrication.

One-Step 
Starting
Includes a 
momentary 
contact switch 
and combined 
choke throttle 
lock for one 
simple step to 
start the saw.

Four Stage 
Filter System

(See  Pg-2 
Diagram#2)

Tool-Less Carburetor 
Compartment Entry
Allows fast and easy access to the spark 
plug and for inspection and maintenance 
of the carburetor.
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MULTI-CUT Fire Rescue Saw

Side access adjustment 
screw makes chain adjustments 

fast and easy.

Externally mounted air filtration 
system has 211.4 square inches 
of surface area, enabling Cutters 
Edge Fire Rescue Saws to run up 

to 12 times longer than 
conventional saws in hot, 

smoky fireground environments.

Reduces cylinder pressure for 
less starting resistance and 

easier starts.

Compression Release

Chain Tension Adjustment

Four Stage Filter System



Cutters Edge Patented BULLET® Chain

High Strength Steel Guide Bar

The BULLET Chain is the first and only chain designed 
from the ground up specifically for fire department 
ventilation, forcible entry and rescue operations.

The BULLET Chain’s patented cutter is a solid piece of 
metal without bends or ground-out ares that cause 
weak points. The carbide insert is formulated 
specifically for fire department use.  The sintered 
carbide creates a larger cutting surface and has a 
unique sheeting capability that reduces carbide 
breakage while cutting.

The raker gauge is shaped like the nose of a bullet to 
protect the carbide insert from impact. The gullet is 
very narrow to prevent “hooking”, which reduces 
impact to the carbide.

Rather than cutting and slicing like standard chains, 
the BULLET Chain actually files through materials.  

It’s the safest chain made today, virtually
eliminating kickback.

Certified test results, performed in accordance with 
ISO 9518 by SMP, The Swedish Test Institute, 

showed the BULLET Chain has 67% less rotational 
kickback energy than the standard chainsaw and
is considered to have “Extremely Low Kickback.”

Not only is it the safest chain, the BULLET Chain 
cuts a wider variety of materials than any other 

chain manufactured today.

Carbide Tip
Gullet

Raker 
Gauge

Side 
PlateDrive Links

Safety 
Groove

Available in 
12, 16 and 20-inch lengths

The Cutters Edge Guide Bar
is made of a high strength

steel alloy material with
Induction Hardened Rails.
A Sprocket Nose provides 

outstanding performance and 
long life in the toughest

cutting conditions.

The BULLET®

 Chain
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